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CABLE BREAKOUT BOOTS, THREE ENTRY 

 
    
Table of Dimensions, inch (mm): 
 

PART 
NUMBER 

(See Note*) 

BODY ID 
Exp.                  Rec’d.  

(A), Min              (B), Max 

LEG ID 
 Exp.                    Rec’d.  

(C), Min                 (D), Max 

Length Recovered 
Min 

(E), Body         (F), Leg 

Rec’d. Wall 
Thickness

Ref 
(W) 

T3-9FR 0.90  (23) 0.36  (9) 0.33  (8) 0.12  (3) 2.0  (51) 0.7  (18) 0.04  (1.0) 
T14-23FR 1.20  (30) 0.69  (18) 0.50  (13) 0.18  (5) 2.3  (58) 1.0  (25) 0.09  (2.3) 
T23-50FR 1.20  (30) 0.69  (18) 0.50  (13) 0.18  (5) 2.3  (58) 1.0  (25) 0.09  (2.3) 
T42-100FR 1.70  (43) 0.90 (23)  0.82  (21) 0.30  (8) 2.3  (58) 1.2  (30) 0.12  (3.0) 
T60-150FR 1.70  (43) 0.90 (23)  0.82  (21) 0.30  (8) 2.3  (58) 1.2  (30) 0.12  (3.0) 

T150-300FR 2.40  (61) 1.40 (36) 1.25  (32) 0.50  (13) 3.5  (89) 1.6  (41) 0.12  (3.0) 
T200-400FR 2.40  (61) 1.40 (36) 1.25  (32) 0.50  (13) 3.5  (89) 1.6  (41) 0.12  (3.0) 

T-400FR 3.20  (81) 2.00 (51) 1.40  (36) 0.75  (19) 3.5  (89) 1.6  (41) 0.14  (3.6) 
T500-600FR 4.90  (124) 2.32 (59) 2.00  (51) 1.00  (25) 7.5  (191) 2.2  (56) 0.12  (3.0) 

 
Note*:       Add “NA” to the end of Part Number if no adhesive is required 
 
Material:   Heat shrinkable boot material in accordance with –3 polyolefin 
 
Factory applied sealant: Factory applied hot melt adhesive is standard.  


